
SCALE: NTS1 ADA PARKING LAYOUT

PRECAST
CONCRETE
WHEEL STOP
(WHERE
APPLICABLE)

2
C4.1

ADA
SIGN

3
C4.0

EDGE OF AC
PARKING LOT

4" WHITE STRIPE
(TYP.) 4" WHITE STRIPE

(TYP.)

ADA SYMBOL AND "VAN"
ACCESSIBLE TEXT SHALL OCCUR
ONLY AT STALLS SHOWN ON
PLANS

ANGLE ORIENTATION FOR
FIELD LAYOUT

BLUE BACKGROUND
(OPTIONAL)

SCALE: NTS2 PRECAST CONCRETE WHEEL STOP

NOTES:
1. DIMENSIONS ARE NOMINAL AND MAY VARY TO CONFORM TO MANUFACTURER'S PRODUCTS

APPROVED BY ENGINEER.

INSTALL 3/4" x 18" DOWEL
ANCHOR, TYP.

DRAINAGE
SLOT, TYP.

SCALE: NTS3 ADA PARKING SIGN

SCALE: NTS4 STRIPING

4" WHITE STRIPE
(TYP.)

NOTES:

1. STRIPING TO MEET NEWBERG
CODE SECTION 15.440.060.

2. STRIPING MATERIAL TO BE
THERMAL PLASTIC OR PAVEMENT
MARKING PAINT MPI#32 OR MPI#97
AS SPECIFIED.

INCLUDE 'COMPACT' TEXT IF
PARKING SPOT IS LESS
THAN 9' WIDE

SCALE: NTS5 CURB RAMP

SECTION 'A'

PLAN

BACK OF WALK
BLDG., FACE, OR

OBSTRUCTION

EDGE OF RAMP TO
BE FLUSH WITH AC

PAVEMENT
SLOPE

SEE NOTE 2

COMPACTED
SUBGRADE

3" BASE MATERIAL

4" CONCRETE SIDEWALK

A

1
1

LANDING SPACE

TOP OF CURB FLUSH
WITH TOP OF SIDEWALK

6" R
TYP.

NOTES:
1. DETECTABLE WARNINGS SHALL BE INSTALLED AS SHOWN IN PLANS AND DETAILS AND TO THE FULL

WIDTH OF CURB RAMP OR FLUSH SURFACE. THE DETECTABLE WARNING SHALL BE LOCATED SO THAT
THE EDGE NEAREST THE CURB LINE OR OTHER POTENTIAL HAZARD IS 6 TO 8 INCHES FROM THE CURB
LINE OR OTHER POTENTIAL HAZARD.

2. DETECTABLE WARNING SHALL BE INSTALLED PER MANUFACTURER'S RECOMMENDATIONS.

3. MANUFACTURER OF DETECTABLE WARNING:
ARMORCAST CAST IN PLACE DETECTABLE WARNING PANELS
PH: (818) 982-3600 - ARMORCASTPROD.COM
COLOR: SAFETY YELLOW OR APPROVED EQUAL

SECTION 'A'

SCALE: NTS6 DETECTABLE WARNING

TOP DIAMETER OF 50% -
65% OF THE BASE
DIAMETER

A R=116"

CONCRETE ANCHOR
ASSEMBLY (X)

NOTES:                                                                                   

1. SEE PLAN FOR PROJECT SPECIFIC DIMENSIONS.

2. MAXIMUM GRADE BREAK FROM RAMP TO
PAVEMENT SHALL BE 11%. MAXIMUM
COUNTERSLOPE OF ADJOINING GUTTERS AND
ROAD SURFACES IMMEDIATELY ADJACENT TO
THE CURB RAMP SHALL NOT BE STEEPER THAN
5.0%.

3. WHERE THE LANDING SPACE IS CONSTRAINED
AT THE BACK OF WALK, THE MIN. LEVEL AREA
SHALL BE 4.0' X 5.0'. THE 5.0' DIMENSION SHALL
BE PROVIDED IN THE DIRECTION OF THE RAMP
RUN.

4. GRADE BREAKS AT THE TOP AND BOTTOM OF
CURB RAMP RUNS SHALL BE PERPENDICULAR
TO THE DIRECTION OF THE RAMP RUN.

RAMP SLOPE: 7.5% MAX. SLOPE
(8.3% MAX. FINISHED SURFACE)

CROSS SLOPE: 1.5% MAX. SLOPE
(2.0% MAX. FINISHED SURFACE)

RAMP WING: 9.5% MAX. SLOPE
(10.0% MAX. FINISHED SURFACE)

LEGEND                                                                                           

SIDEWALK: 4.5% MAX. RUNNING SLOPE
(5.0% MAX. FINISHED SURFACE),1.5% MAX.
CROSS SLOPE (2.0% MAX. FINISHED SURFACE)

DETECTABLE WARNING SURFACE, SEE 6/C4.1

LANDSCAPING

LANDING SPACE: MIN. LEVEL AREA 4.0' X 4.0', A
2.0% MAX. FINISHED SURFACE IN ANY
DIRECTION IS CONSIDERED LEVEL, SEE NOTE 3

SUBGRADE STABILIZATION

8
FULL DEPTH ASPHALT PAVEMENT RECONSTRUCTION
EAST PARKING LOT

SUBGRADE STABILIZATION

7
FULL DEPTH ASPHALT PAVEMENT RECONSTRUCTION
WEST PARKING LOT

9
PARTIAL DEPTH ASPHALT PAVEMENT RECONSTRUCTION - 4"
EAST PARKING LOT

NOTES:
1. 4" COLD PLANE PAVEMENT REMOVAL.
2. RECONDITION AGGREGATE BASE

10
PARTIAL DEPTH ASPHALT PAVEMENT RECONSTRUCTION - 4.5"
EAST PARKING LOT

NOTES:
1. 4.5" COLD PLANE PAVEMENT REMOVAL.
2. RECONDITION AGGREGATE BASE

NON-WOVEN GEOTEXTILE
FABRIC

NON-WOVEN GEOTEXTILE
FABRIC

11 MILL AND INLAY PAVING

NOTES:
1. 2.0" COLD PLANE PAVEMENT REMOVAL.

3'-4"R

2'-3"R

NOTES:
1. DIMENSIONS ARE NOMINAL AND MAY VARY TO CONFORM TO

MANUFACTURER'S PRODUCTS APPROVED BY ENGINEER

2. STRIPING MATERIAL TO BE THERMAL PLASTIC OR OTHER HEAVY-DUTY
MATERIAL THAT WILL HAVE RELATIVELY LITTLE MAINTENANCE.

3'-4"R

2'-3"R

SCALE: NTS13 DIRECTIONAL ARROWS

SCALE: NTS12 CROSSWALK STRIPING

3' TYP.

2' WIDE
WHITE BARS

NOTES:

1. STRIPING TO MEET NEWBERG
CITY CODE SECTION 15.440.140.

2. STRIPING MATERIAL TO BE
THERMAL PLASTIC OR PAVEMENT
MARKING PAINT MPI#32 OR MPI#97
AS SPECIFIED.

NOTES:
1. 2" ID GALVANIZED STANDARD STEEL

PIPE WITH CLOSED TOP (ASTM A120-65).

2. 8" DIA. CONCRETE FILLED POST HOLE.

-- SIGN NO. R7-8 PER MUTCD

-- ATTACH SIGN NO. R7-8P
WHERE APPLICABLE

-- ATTACH SIGN NO. OR7-8C
WHERE APPLICABLE

NOTES TO DESIGNER:
1. DO NOT SCALE DETAIL,

DIMENSIONS ARE DYNAMIC

NOTE 2

NOTE 1

EXISTING BASE COURSE TO REMAIN

EXISTING BASE COURSE TO REMAIN

EXISTING BASE COURSE TO REMAIN

RECONDITION EXISTING BASE COURSE IN
 ACCORDANCE WITH OSSC SECTION 00610

RECONDITION EXISTING BASE COURSE IN
 ACCORDANCE WITH OSSC SECTION 00610

A
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NOT FOR CONSTRUCTION

111 SW Fifth Ave., Suite 2600
Portland, OR 97204
O: 503.542.3860
F: 503.274.4681
www.kpff.com

C5.1
CIVIL DETAILS
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