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ZONE 1: ONLY CROSSING RESTRICTIONS APPLY
ZONE 2: CASE BY CASE DETERMINATION

ZONE 3: PARALLEL WATERLINE PROHIBITED
ZONE 4: PARALLEL WATERLINE PROHIBITED
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NOTES:

1. WHERE THE PROPOSED WATERLINE WILL BE INSTALLED PARALLEL TO
AN EXISTING GRAVITY SEWER MAIN OR LATERAL LINE, THE
SEPARATION BETWEEN THE TWO SHALL BE AS INDICATED ABOVE.

2. CROSSINGS
a. WHEREVER POSSIBLE, THE BOTTOM OF THE WATERLINE SHALL BE
1.5 FEET ABOVE THE TOP OF THE SEWER LINE, AND ONE FULL
LENGTH OF WATERLINE SHALL BE CENTERED AT THE CROSSING.

b. WHERE IT IS NOT POSSIBLE FOR THE WATERLINE TO BE 1.5 FEET
ABOVE THE SEWER LINE, OR THE WATERLINE PASSES UNDER THE
SEWER LINE, THE EXISTING SEWER LINE SHALL BE EXPOSED FOR
A DISTANCE OF 10 FEET ON EACH SIDE OF THE CROSSING AND THE
EXISTING PIPELINE SHALL BE REPLACED WITH C—900 PVC, DR-18,
DR—25 OR CLASS 50 DUCTILE IRON PIPE AS APPROVED BY THE
ENGINEER, AND THE FULL LENGTH OF WATER PIPE SHALL BE
CENTERED AT THE CROSSING OR AS APPROVED BY THE ENGINEER.
A DISTANCE OF 10 FEET ON EACH SIDE OF THE CROSSING
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