6"x4” DOUBLE WYE

CARSON 910-10 OR EQUIVALENT
POLY BOX MARKED

"S” OR "SEWER” ADJUSTED TO
FINISH GRADE. FIELD FIT AND
ADJUST LOCATION AS REQUIRED

TO PROTECT SURVEY MONUMENTS.

2. SERVICE SHALL NOT BE BACKFILLED PRIOR TO INSPECTION.
3. MINIMUM PIPE SLOPE 2%.

- EXTEND LATERAL
2’ OUTSIDE THE
RIGHT—OF—WAY

4" PLUG OR CAP

W/RUBBER
2"x4” FROM INVERT OF SERVICE 4’ ABOVE GASKET
FINISHED GRADE. STAKE SHALL BE CONTIMUOUS
AND REMAIN VERTICLE AFTER BACKFILLING.
END SHALL BE PAINTED GREEN (TYPICAL).
PROPERTY .
LINE
- CLEANOUT BOX 2
BRAND 'S’ O CARSON 910-10 s
TOP OF CURB OR EQUIVALENT
AND GUTTER
SIDEWALK 0
e<
WATERTIGHT I |3
EXPANDABLE 2R
SPIGOT PLUG W< G
n P4
12 GAUGE Z|z2
WATER TRACER WIRE =28
<A v
w O
L L
(%]
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BED PIPE WITH 4 LATERAL
OF 3/4” MINUS
CRUSHED ROCK
NOTES:
1. USES: SPLIT RESIDENTIAL SERVICE. SEE STD. DWG 211 FOR SINGLE SERVICE
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