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Figure 1 - Vicinity Map

Traffic Impact Analysis

Habitat for Humanity ReStore

Newberg, Oregon

Introduction:
Newberg Habitat for Humanity ReStore is in preliminary planning stages for construction in Newberg.

West of the intersection of Fulton Street at Meridian Street, the 10,500 sq. ft. resale facility will lie south

of the railroad tracks. The intent of this analysis is to estimate the impact traffic from the planned store

will have on the City of Newberg transportation system and recommend improvements to the system if

the City's performance metrics are not met.

Summary of Findings:
Habitat for Humanity ReStore plans to develop

10,500 sq. ft. of retail space on tax lot 00100 of tax

map 3S 2W Sec 18DD. This analysis finds traffic to

and from the proposed store can be carried by the

existing studied intersections in the City. The

performance metrics of the intersections will be LOS

XX or better with the added traffic. The City's

ongoing planning and improvement of its roadway

system continues to encourage growth and serve

residents of the City. The transportation system

development charges (TSDCs) that developments like the Habitat

for Humanity ReStore pay, continues to fund improvements to the

transportation infrastructure away from the development site and serve all the residents of the City.

Existing Conditions:
The project site is tax lot 100 of tax map 3S 2W Sec 18DD and includes 0.62 acres. Located northwest of

the intersection of Fulton Street and Meridian Street, the site is generally flat. The parcel is zoned M-2

Light Industrial District.

This traffic impact analysis will examine performance metrics at the intersections of Fulton St at Meridian

St, Fulton St at Villa Rd and Meridian St at Sierra Vista St. Traffic counts were obtained by Quality

Counts in July 2015 at the studied intersections. The City of Newberg staff have noted that Deskins

Commons Apartments have been built and are occupied and this analysis will provide information

thattraffic from the apartments. Reported crash data for the past 5 years at the studied intersections was

provided by the ODOT Crash Data Unit.
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When the site is developed and occupied, new traffic will be generated. Traffic engineers have found that

a specialty retail center generates 44.32 trips per day per 1000 sq. ft., 2.71 PM Peak hour trips per 1000

sq. ft.. These facilities do not generate traffic in the AM Peak hour since they generally open after the AM

Peak hour traffic has passed. The PM Peak hour traffic will be used in this analysis to estimate the impact

of this new traffic on the roadway system. This study will assume existing traffic will increase linearly

1% each year in the future to estimate the traffic impacts in 2025.

Traffic counts were conducted at the studied intersections on July 21, 2015 for this study. A computer

model was constructed to evaluate the performance metrics of the studied intersections with the adjusted,

existing traffic volumes. Existing performance metrics of the studied intersections are shown in Figure 2.

Existing AM Peak Hour Summary

Existing PM Peak Hour Summary

Figure 2 - Existing Traffic Conditions

Figure 3 is the intersection performance metrics with the ReStore in operation. Figure 4 is the anticipated

performance at the studied intersections in 10 years. Figure 5 is a summary of crash data from ODOT

Crash Data Unit and Figure 6 is the study area. Figure 7 shows the existing lane configuration and traffic

control measures. Figure 8 is the existing AM Peak hour counts and metrics and Figure 9 is the existing

PM Peak hour counts and metrics. Figure 10 is the site generated trips in the study. Figure 11 is the

developed AM Peak hour counts and metrics and Figure 12 is the developed PM Peak hour counts and

metrics. Figures 13 and Figure 14 are the Future AM and PM Peak hour counts and metrics.

Developed Traffic Conditions:
The site will generate no AM Peak hour trips and 28 trips in the PM Peak hour. It is the assumption of

this analysis that 25% of the traffic will travel to and from the north on Meridian St, that 45% will travel

to and from the south on Meridian St. and 30% of the traffic will travel east on Fulton St.

There is adequate stopping and intersection sight distance at the entrance in all directions. Traffic

performance metrics at full build out are shown in Figure 3.
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Developed AM Peak Hour Summary

Developed PM Peak Hour Summary

Figure 3 - Developed Traffic Conditions

Future (2025) Traffic Conditions:
Estimating the performance metrics of intersections in 2025 requires making some assumptions about

traffic growth in the intervening years. As noted earlier, this analysis will assume that traffic volumes

increase 1% linearly each year for the next 10 years. The traffic performance metrics at the studied

intersections in 2025 are shown in Table 3.

Future AM Peak Hour Summary

Future PM Peak Hour Summary

Figure 4 - Future (2025) Traffic Conditions
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Crash Data:
The Oregon Department of Transportation Crash Data Unit provided information about reported crashes

at the intersections in this study for the past 5 years.

Intersection Fatal Crashes Injury Crashes Property Damage Crashes Total

Fulton St at Meridian St 0 0 0 0

Fulton St at Villa Rd 0 0 1 1

Meridian St at Sierra Vista St 0 0 0 0

0 0 1 1

Figure 5 - Summary of Reported Crash Data in 2009 to 2013

There do not appear to be significant traffic safety issues at the studied intersections, though continued

monitoring of the roadways for unsafe conditions and unsafe drivers is important in the City.

Findings and Summary:
Clients of the planned Habitat for Humanity ReStore will use the City of Newberg street system and will

add traffic to the system. Additional traffic will not cause the studied intersections to perform at levels

below the standards the City of Newberg has adopted. There are no apparent significant safety problems

at the studied intersections indicated by the crash data from ODOT. The City of Newberg has established

a Transportation System Development Charge (TSDC) paid by developers to the City to improve the

transportation system at intersections and streets not fronting a development like the Habitat for Humanity

ReStore. The design and construction of Habitat for Humanity ReStore should be completed consistent

with current City of Newberg design and construction standards.
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Figure 6 - Study Area

Figure 7 - Lane Configuration and Traffic Controls
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Figure 8 - Existing AM Peak hour Counts and Metrics

Figure 9 - Existing PM Peak hour Counts and Metrics
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Note: The ReStore is not open during the AM Peak Hour Traffic Period

AM Site Generated Counts

PM Site Generated Counts

Figure 10 - AM and PM Site Generated Traffic
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Figure 11 - Developed AM Peak hour Counts and Metrics

Figure 12 - Developed PM Peak hour Counts and Metrics
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Figure 13 - Future AM Peak hour Counts and Metrics

Figure 14 - Future PM Peak hour Counts and Metrics
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88

0

0

0

1.10

80

Thru

5

0

5

0

1.10

0

Left

Northbound

Future Total

Other

Net New Trips

In Process

Growth Rate

Final Base

Merdian St at
Fulton St

2

Volume Type
Intersection

Name
ID

208

0

7

0

-

184

Total
Volume

1

0

0

0

1.10

1

Right

14

0

0

0

1.10

13

Thru

11

0

0

0

1.10

10

Left

Westbound

14

0

0

0

1.10

13

Right

14

0

0

0

1.10

13

Thru

4

0

0

0

1.10

4

Left

Eastbound

1

0

0

0

1.10

1

Right

37

0

3

0

1.10

31

Thru

1

0

0

0

1.10

1

Left

Southbound

18

0

0

0

1.10

16

Right

67

0

4

0

1.10

57

Thru

26

0

0

0

1.10

24

Left

Northbound

Future Total

Other

Net New Trips

In Process

Growth Rate

Final Base

Sierra Vista Dr
at Meridian St

1

Volume Type
Intersection

Name
ID

9

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Trip generation summary

8/5/2015Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

Scenario 6: PM Future TrafficVistro File: J:\...\Newberg ReStore.vistro

Newberg ReStore TIA

100.00281612Added Trips Total

100.0028161256.0044.0010.5002.710
Floor

Space
814Specialty Retail8: Newberg ReStore

% of Total
Trips

Total tripsTrips OutTrips In% Out% InQuantityRate
Ind.
Var.

CodeLand Use variablesZone ID: Name

Added Trips

19

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Trip distribution summary

8/5/2015Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

Scenario 6: PM Future TrafficVistro File: J:\...\Newberg ReStore.vistro

Newberg ReStore TIA

16100.0012100.00Total

00.0000.007: Gate

00.0000.006: Gate

00.0000.005: Gate

215.00215.004: Gate

215.00215.003: Gate

845.00545.002: Gate

425.00325.001: Gate

TripsShare %TripsShare %Zone / Gate

From Newberg
ReStore:

To Newberg ReStore:

Zone 8: Newberg ReStore

20

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Report Figure 1: Study Intersections

21

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Report Figure 2: Lane Configuration and Traffic Control

Fulton at Villa Rd (South)Merdian St at Fulton StSierra Vista Dr at Meridian St

22

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Report Figure 3a: Traffic Volume - Base Volume

Fulton at Villa Rd (South)Merdian St at Fulton StSierra Vista Dr at Meridian St

23

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Report Figure 3c: Traffic Volume - Net New Site Trips

Fulton at Villa Rd (South)Merdian St at Fulton StSierra Vista Dr at Meridian St

25

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Report Figure 3e: Traffic Volume - Future Total Volume

Fulton at Villa Rd (South)Merdian St at Fulton StSierra Vista Dr at Meridian St

27

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Scenario 6: 6: PM Future Traffic

Newberg ReStore TIA

Version 3.00-04

Generated with

Report Figure 4: Traffic Conditions

Fulton at Villa Rd (South)Merdian St at Fulton StSierra Vista Dr at Meridian St

28

K Birky, PE PTOE

Vistro File: J:\...\Newberg ReStore.vistro

Report File: J:\...\Newberg ReStore TIA - PM Future.pdf

8/5/2015

ATEP, Inc.



Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 7/23/2015 3:22 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: N Meridian St -- Sierra Vista Dr QC JOB #: 13545605
CITY/STATE: Newberg, OR DATE: Tue, Jul 21 2015

5-Min Count
Period

Beginning At

N Meridian St
(Northbound)

N Meridian St
(Southbound)

Sierra Vista Dr
(Eastbound)

Sierra Vista Dr
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 0 0 0 0 2 0 0 0 0 0 0 0 0 0 0 2
7:05 AM 0 1 1 0 0 3 0 0 0 1 1 0 1 0 0 0 8
7:10 AM 1 1 0 0 0 0 1 0 0 2 0 0 0 1 0 0 6
7:15 AM 0 0 0 0 0 3 0 0 0 0 2 0 1 0 0 0 6
7:20 AM 0 0 0 0 0 3 0 0 0 0 0 0 2 1 0 0 6
7:25 AM 1 1 0 0 0 2 1 0 0 0 1 0 2 1 0 0 9
7:30 AM 0 3 0 0 1 3 0 0 0 0 0 0 2 0 0 0 9
7:35 AM 0 0 0 0 0 1 0 0 0 0 1 0 1 0 0 0 3
7:40 AM 0 1 0 0 1 3 0 0 0 0 1 0 1 0 0 0 7
7:45 AM 0 0 0 0 0 3 0 0 0 0 0 0 1 0 0 0 4

 

7:50 AM 1 2 0 0 1 6 0 0 0 2 2 0 2 1 0 0 17
7:55 AM 0 3 0 0 0 5 0 0 0 0 0 0 1 1 0 0 10 87
8:00 AM 0 0 1 0 0 3 0 0 0 0 0 0 1 0 0 0 5 90

 

8:05 AM 1 4 0 0 0 4 0 0 0 1 2 0 1 1 0 0 14 96
8:10 AM 2 1 0 0 1 4 0 0 0 0 2 0 2 1 0 0 13 103
8:15 AM 0 4 0 1 0 7 0 0 0 0 1 0 1 1 0 0 15 112
8:20 AM 0 1 1 0 0 0 0 0 0 1 0 0 0 1 0 0 4 110
8:25 AM 1 1 0 0 0 6 0 0 0 0 1 0 1 0 0 0 10 111
8:30 AM 0 3 0 0 1 4 0 0 0 1 0 0 0 2 0 0 11 113
8:35 AM 0 2 0 0 1 2 0 0 0 0 1 0 1 0 0 0 7 117
8:40 AM 0 0 1 0 1 2 0 0 0 2 1 0 1 1 0 0 9 119
8:45 AM 1 0 2 0 2 2 1 0 0 1 0 0 0 0 0 0 9 124
8:50 AM 0 2 0 0 0 2 1 0 0 0 2 0 4 0 0 0 11 118
8:55 AM 3 0 0 0 0 1 0 0 0 0 3 0 2 0 0 0 9 117

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 12 36 0 4 4 60 0 0 0 4 20 0 16 12 0 0 168
Heavy Trucks 0 0 0 0 0 0 0 0 0 0 0 0 0
Pedestrians 8 0 0 0 8

Bicycles 0 0 0 0 0 0 0 0 0 1 0 0 1
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:50 AM -- 8:50 AM
Peak 15-Min: 8:05 AM -- 8:20 AM

7 21 5

7451

0

8

10 11

9

0

33

53

18

20

21

67

20

16

0.74

0.0 4.8 20.0

0.00.00.0

0.0

0.0

0.0 0.0

0.0

0.0

6.1

0.0

0.0

0.0

4.8

0.0

5.0

0.0

2

0

0 2

0 1 0

030

0

0

0 2

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 7/23/2015 3:22 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: N Meridian St -- Fulton St QC JOB #: 13545601
CITY/STATE: Newberg, OR DATE: Tue, Jul 21 2015

5-Min Count
Period

Beginning At

N Meridian St
(Northbound)

N Meridian St
(Southbound)

Fulton St
(Eastbound)

Fulton St
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 1 8 0 1 1 0 0 0 0 0 0 3 0 0 0 14
7:05 AM 0 3 3 0 3 4 0 0 0 0 0 0 4 0 0 0 17
7:10 AM 0 1 5 0 1 0 0 0 0 0 0 0 2 0 0 0 9
7:15 AM 0 2 1 0 4 3 0 0 0 0 0 0 1 0 0 0 11
7:20 AM 0 0 5 0 1 5 0 0 0 0 0 0 1 0 0 0 12
7:25 AM 0 1 7 0 2 0 0 0 0 0 0 0 0 0 2 0 12
7:30 AM 0 4 2 0 6 4 0 0 0 0 0 0 1 0 4 0 21
7:35 AM 0 0 3 0 3 3 0 0 0 0 0 0 3 0 1 0 13
7:40 AM 0 1 3 0 3 4 0 0 0 0 0 0 3 0 1 0 15

 

7:45 AM 0 1 7 0 2 3 0 0 0 0 0 0 0 0 0 0 13
7:50 AM 0 3 8 0 3 12 0 0 0 0 0 0 5 0 1 0 32
7:55 AM 0 5 8 0 4 3 0 0 0 0 0 0 1 0 0 0 21 190
8:00 AM 0 2 5 0 0 4 0 0 0 0 0 0 5 0 2 0 18 194

 

8:05 AM 0 3 8 0 3 5 0 0 0 0 0 0 4 0 2 0 25 202
8:10 AM 0 1 6 0 6 5 0 0 0 0 0 0 7 0 1 0 26 219
8:15 AM 0 2 6 0 5 6 0 0 0 0 0 0 4 0 1 0 24 232
8:20 AM 0 2 8 0 0 1 0 0 0 1 0 0 4 0 0 0 16 236
8:25 AM 0 1 5 0 2 5 0 0 0 0 0 0 1 0 1 0 15 239
8:30 AM 0 2 4 0 5 1 0 0 0 0 0 0 5 0 2 0 19 237
8:35 AM 0 2 3 0 3 3 0 0 0 0 0 0 7 0 1 0 19 243
8:40 AM 0 1 7 0 2 3 0 0 0 0 0 0 5 0 0 0 18 246
8:45 AM 0 0 5 0 0 1 0 0 0 0 0 0 3 0 1 0 10 243
8:50 AM 0 4 6 0 0 8 0 0 0 0 0 0 5 0 1 0 24 235
8:55 AM 0 3 6 0 3 3 0 0 0 0 0 0 3 0 0 0 18 232

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 24 80 0 56 64 0 0 0 0 0 0 60 0 16 0 300
Heavy Trucks 0 0 4 0 0 0 0 0 0 0 0 0 4
Pedestrians 0 4 8 0 12

Bicycles 0 0 0 0 1 0 0 0 0 2 0 0 3
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:45 AM -- 8:45 AM
Peak 15-Min: 8:05 AM -- 8:20 AM

0 25 75

35510

0

1

0 48

0

11

100

86

1

59

36

99

111

0

0.82

0.0 8.0 1.3

0.00.00.0

0.0

0.0

0.0 2.1

0.0

0.0

3.0

0.0

0.0

1.7

5.6

1.0

0.9

0.0

0

2

3 1

0 0 0

040

0

0

0 3

0

1

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 7/23/2015 3:22 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Villa Rd -- Fulton St QC JOB #: 13545603
CITY/STATE: Newberg, OR DATE: Tue, Jul 21 2015

5-Min Count
Period

Beginning At

Villa Rd
(Northbound)

Villa Rd
(Southbound)

Fulton St
(Eastbound)

Fulton St
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 1 5 0 0 0 6 3 0 3 0 6 0 0 0 0 0 24
7:05 AM 2 5 0 0 0 10 1 0 1 0 2 0 0 0 0 0 21
7:10 AM 1 3 0 0 0 10 2 0 2 0 7 0 0 0 0 0 25
7:15 AM 2 3 0 0 0 4 1 0 2 0 3 0 0 0 0 0 15
7:20 AM 0 6 0 0 1 6 0 0 2 0 3 0 0 0 0 0 18
7:25 AM 4 6 0 0 1 9 0 0 1 0 6 0 0 0 0 0 27
7:30 AM 2 1 0 0 0 6 4 0 2 0 6 0 0 0 0 0 21
7:35 AM 4 3 2 0 0 10 4 0 2 0 2 0 0 0 0 0 27
7:40 AM 2 3 0 0 1 11 2 0 5 0 5 0 0 0 0 0 29
7:45 AM 2 6 0 0 0 11 2 0 2 0 5 0 0 0 0 0 28
7:50 AM 6 5 0 0 0 11 4 0 3 0 6 0 0 0 0 0 35
7:55 AM 7 7 1 0 0 11 3 0 4 0 3 0 0 0 0 0 36 306

 

8:00 AM 6 7 1 0 0 14 6 0 4 0 4 0 1 0 0 0 43 325
8:05 AM 6 4 0 0 0 9 4 0 4 0 4 0 0 0 0 0 31 335
8:10 AM 5 6 0 0 0 3 6 0 5 0 9 0 0 0 0 0 34 344
8:15 AM 5 0 0 0 0 10 4 0 2 0 7 0 0 0 0 0 28 357
8:20 AM 7 6 1 0 0 9 1 0 2 0 6 0 0 0 0 0 32 371
8:25 AM 8 7 0 0 0 9 1 0 4 0 1 0 1 0 0 0 31 375
8:30 AM 2 2 0 0 0 14 2 0 2 0 9 0 0 0 0 0 31 385
8:35 AM 3 5 0 0 0 5 3 0 2 0 4 0 0 0 0 0 22 380

 

8:40 AM 2 9 1 0 1 15 2 0 6 0 3 0 2 0 0 0 41 392
8:45 AM 1 11 0 0 0 11 5 0 2 0 6 0 1 0 0 0 37 401
8:50 AM 12 14 1 0 1 9 0 0 2 0 5 0 1 0 0 0 45 411
8:55 AM 3 11 0 0 0 8 6 0 10 0 3 0 0 0 0 0 41 416

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 60 136 8 0 8 140 28 0 40 0 56 0 16 0 0 0 492
Heavy Trucks 4 8 0 0 12 4 4 0 0 0 0 0 32
Pedestrians 0 0 0 4 4

Bicycles 0 0 0 0 1 0 0 0 0 0 0 0 1
Railroad

Stopped Buses

Comments:

Peak-Hour: 8:00 AM -- 9:00 AM
Peak 15-Min: 8:40 AM -- 8:55 AM

60 82 4

211640

45

0

61 6

0

0

146

158

106

6

127

183

6

100

0.85

3.3 7.3 0.0

0.04.32.5

2.2

0.0

4.9 0.0

0.0

0.0

5.5

3.8

3.8

0.0

5.5

4.4

0.0

3.0

0

2

3 2

0 1 0

034

2

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 7/23/2015 3:22 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: N Meridian St -- Sierra Vista Dr QC JOB #: 13545606
CITY/STATE: Newberg, OR DATE: Tue, Jul 21 2015

5-Min Count
Period

Beginning At

N Meridian St
(Northbound)

N Meridian St
(Southbound)

Sierra Vista Dr
(Eastbound)

Sierra Vista Dr
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 1 4 0 0 0 5 0 0 1 1 0 0 1 0 0 0 13
4:05 PM 0 5 0 0 0 4 0 0 0 1 1 0 1 1 1 0 14
4:10 PM 2 4 2 0 0 4 0 0 0 0 0 0 0 0 0 0 12
4:15 PM 1 2 0 0 0 2 0 0 0 2 2 0 2 2 0 0 13
4:20 PM 2 4 1 0 0 2 1 0 0 3 2 0 1 0 0 0 16
4:25 PM 1 3 2 0 0 2 0 0 0 0 0 0 0 1 0 0 9
4:30 PM 3 6 2 0 0 2 0 0 0 2 2 0 0 0 0 0 17

 

4:35 PM 1 4 4 0 0 0 0 0 0 1 0 0 2 0 0 0 12
4:40 PM 1 10 1 0 0 3 0 0 2 1 0 0 0 0 0 0 18
4:45 PM 2 5 0 0 0 2 0 0 0 0 2 0 0 2 1 0 14
4:50 PM 3 4 0 0 0 4 0 0 0 2 0 0 1 0 0 0 14
4:55 PM 3 3 1 0 1 0 0 0 0 2 4 0 2 1 0 0 17 169
5:00 PM 2 1 0 0 0 2 0 0 0 1 1 0 1 1 0 0 9 165

 

5:05 PM 1 9 2 0 0 2 0 0 0 1 1 0 1 1 0 0 18 169
5:10 PM 2 3 3 0 0 3 0 0 0 0 1 0 1 1 0 0 14 171
5:15 PM 5 6 1 0 0 2 0 0 0 3 1 0 0 2 0 0 20 178
5:20 PM 0 2 2 0 0 4 0 0 2 0 0 0 1 2 0 0 13 175
5:25 PM 1 4 1 0 0 5 1 0 0 1 3 0 0 0 0 0 16 182
5:30 PM 3 6 1 0 0 4 0 0 0 1 0 0 1 3 0 0 19 184
5:35 PM 2 1 0 0 0 1 0 0 0 2 3 0 0 3 0 0 12 184
5:40 PM 1 2 2 0 0 0 0 0 0 1 1 0 2 2 0 0 11 177
5:45 PM 3 6 1 0 0 3 0 0 1 0 2 0 3 0 0 0 19 182
5:50 PM 1 3 1 0 0 3 0 0 1 1 2 0 1 0 0 0 13 181
5:55 PM 0 2 4 0 0 5 1 0 0 0 2 0 0 2 0 0 16 180

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 32 72 24 0 0 28 0 0 0 16 12 0 8 16 0 0 208
Heavy Trucks 0 0 0 0 4 0 0 0 0 0 0 0 4
Pedestrians 0 0 0 0 0

Bicycles 0 1 0 0 0 1 0 0 0 0 0 0 2
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:35 PM -- 5:35 PM
Peak 15-Min: 5:05 PM -- 5:20 PM

24 57 16

1311

4

13

13 10

13

1

97

33

30

24

62

54

30

38

0.88

0.0 7.0 6.3

0.03.20.0

0.0

0.0

0.0 0.0

0.0

0.0

5.2

3.0

0.0

0.0

6.5

1.9

3.3

0.0

2

0

2 8

0 4 0

021

1

0

1 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 7/23/2015 3:22 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: N Meridian St -- Fulton St QC JOB #: 13545602
CITY/STATE: Newberg, OR DATE: Tue, Jul 21 2015

5-Min Count
Period

Beginning At

N Meridian St
(Northbound)

N Meridian St
(Southbound)

Fulton St
(Eastbound)

Fulton St
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 0 7 8 0 1 7 0 0 0 0 0 0 6 0 4 0 33
4:05 PM 0 5 7 0 3 3 0 0 0 0 0 0 7 0 5 0 30
4:10 PM 0 7 3 0 1 4 0 0 0 0 0 0 6 0 1 0 22
4:15 PM 0 4 7 1 1 5 0 0 0 0 0 0 6 0 4 0 28
4:20 PM 0 3 10 0 5 1 0 0 0 0 0 0 9 0 2 0 30
4:25 PM 0 7 8 0 0 5 0 0 0 0 0 0 9 0 2 0 31
4:30 PM 0 5 10 0 1 4 0 0 0 0 0 0 15 0 6 0 41

 

4:35 PM 0 8 3 0 0 6 0 0 0 0 0 0 12 0 4 0 33
4:40 PM 0 9 8 0 4 1 0 0 0 0 0 0 13 0 1 0 36
4:45 PM 0 3 9 0 5 1 0 0 0 0 0 0 15 0 4 0 37
4:50 PM 0 10 7 0 4 5 0 0 0 0 0 0 8 0 2 0 36
4:55 PM 0 5 13 0 3 3 0 0 0 0 0 0 11 0 4 0 39 396
5:00 PM 0 8 6 0 3 4 0 0 0 0 0 0 9 0 3 0 33 396

 

5:05 PM 0 9 10 0 3 4 0 0 0 0 0 0 10 0 3 0 39 405
5:10 PM 0 6 6 0 2 2 0 0 0 0 0 0 17 0 4 0 37 420
5:15 PM 0 5 10 0 3 2 0 0 0 0 0 0 16 0 7 0 43 435
5:20 PM 0 5 10 0 2 5 0 0 0 0 0 0 10 0 2 0 34 439
5:25 PM 0 4 9 0 2 6 0 0 0 0 0 0 12 0 5 0 38 446
5:30 PM 0 8 9 0 2 6 0 0 0 0 0 0 15 0 4 0 44 449
5:35 PM 0 3 4 0 5 2 0 0 0 0 0 0 5 0 2 0 21 437
5:40 PM 0 4 10 0 1 2 0 0 0 0 0 0 8 0 1 0 26 427
5:45 PM 0 12 12 0 2 4 0 0 0 0 0 0 8 0 2 0 40 430
5:50 PM 0 4 4 0 3 3 0 0 0 0 0 0 7 0 0 0 21 415
5:55 PM 0 5 7 0 3 7 0 0 0 0 0 0 9 1 4 0 36 412

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 80 104 0 32 32 0 0 0 0 0 0 172 0 56 0 476
Heavy Trucks 0 0 0 4 4 0 0 0 0 0 0 0 8
Pedestrians 0 8 12 0 20

Bicycles 0 0 1 0 0 0 0 0 0 0 0 0 1
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:35 PM -- 5:35 PM
Peak 15-Min: 5:05 PM -- 5:20 PM

0 80 100

33450

0

0

0 148

0

43

180

78

0

191

123

193

133

0

0.94

0.0 5.0 1.0

3.02.20.0

0.0

0.0

0.0 0.7

0.0

2.3

2.8

2.6

0.0

1.0

4.1

1.0

1.5

0.0

0

2

6 0

0 0 1

300

0

0

0 0

0

2

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: Intersection Peak Method for determining peak hour: Total Entering Volume

Report generated on 7/23/2015 3:22 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Villa Rd -- Fulton St QC JOB #: 13545604
CITY/STATE: Newberg, OR DATE: Tue, Jul 21 2015

5-Min Count
Period

Beginning At

Villa Rd
(Northbound)

Villa Rd
(Southbound)

Fulton St
(Eastbound)

Fulton St
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 3 10 0 0 1 8 5 0 5 0 3 0 0 0 1 0 36
4:05 PM 8 17 2 0 0 9 9 0 5 0 7 0 0 0 0 0 57
4:10 PM 7 16 1 0 0 10 6 0 4 0 2 0 3 0 0 0 49
4:15 PM 5 7 0 0 0 11 12 0 2 0 0 0 1 0 0 0 38
4:20 PM 5 14 0 0 0 10 5 0 6 0 7 0 1 0 1 0 49

 

 

4:25 PM 5 12 1 0 0 16 14 0 4 0 5 0 1 0 0 0 58
4:30 PM 8 18 1 0 0 13 14 0 8 0 8 0 2 0 0 0 72
4:35 PM 9 10 0 0 0 17 9 0 4 0 5 0 0 0 1 0 55
4:40 PM 4 11 0 0 0 15 8 0 5 0 6 0 0 0 0 0 49
4:45 PM 5 15 0 0 0 16 7 0 4 0 8 0 1 0 0 0 56
4:50 PM 4 13 1 0 0 15 10 0 8 0 5 0 0 0 0 0 56
4:55 PM 8 11 0 0 0 8 9 0 8 0 3 0 1 0 0 0 48 623
5:00 PM 9 19 2 0 1 5 5 0 8 0 5 0 0 0 2 0 56 643
5:05 PM 6 13 0 0 0 7 8 0 11 0 9 0 0 0 0 0 54 640
5:10 PM 7 11 0 0 1 8 14 0 8 0 4 0 0 0 1 0 54 645
5:15 PM 4 11 0 0 0 10 15 0 10 0 3 0 2 0 0 0 55 662
5:20 PM 4 15 0 0 2 8 10 0 7 0 9 0 0 0 0 0 55 668
5:25 PM 3 12 0 0 0 6 8 0 6 0 7 0 0 0 0 0 42 652
5:30 PM 2 13 1 0 0 13 11 0 12 0 3 0 0 0 0 0 55 635
5:35 PM 6 8 0 0 0 14 6 0 5 0 5 0 0 0 0 0 44 624
5:40 PM 4 14 0 0 0 12 5 0 5 0 4 0 0 0 0 0 44 619
5:45 PM 2 5 0 0 0 8 10 0 6 0 10 0 0 0 0 0 41 604
5:50 PM 4 8 0 0 1 15 6 0 7 0 5 0 0 0 0 0 46 594
5:55 PM 4 14 1 0 0 10 11 0 4 0 5 0 0 0 0 0 49 595

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 88 160 8 0 0 184 148 0 64 0 72 0 12 0 4 0 740
Heavy Trucks 0 0 0 0 8 4 0 0 0 0 0 0 12
Pedestrians 0 8 12 0 20

Bicycles 0 0 0 0 0 0 1 0 0 0 0 0 1
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:25 PM -- 5:25 PM
Peak 15-Min: 4:25 PM -- 4:40 PM

73 159 5

4138123

85

0

70 7

0

4

237

265

155

11

248

215

9

196

0.90

0.0 2.5 0.0

0.02.20.8

0.0

0.0

2.9 0.0

0.0

0.0

1.7

1.5

1.3

0.0

1.6

2.3

0.0

0.5

0

3

6 0

1 1 0

000

3

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



OREGON DEPARTMENT OF TRANSPORTATION - TRANSPORTATION DEVELOPMENT DIVISION

TRANSPORTATION DATA SECTION - CRASH ANALYSIS AND REPORTING UNIT

CRASH SUMMARIES BY YEAR BY COLLISION TYPE

PAGE: 1 

Meridian Street & Sierra Vista Drive

January 1, 2009 through December 31, 2013

COLLISION TYPE

FATAL 

CRASHES

NON- 

FATAL 

CRASHES

PROPERTY 

DAMAGE 

ONLY

 TOTAL

CRASHES

PEOPLE 

KILLED

PEOPLE 

INJURED

DRY 

SURF

WET 

SURF DAY DARK

INTER- 

SECTION

INTER- 

SECTION 

RELATED

OFF- 

ROADTRUCKS

CDS150  07/27/2015 

YEAR: 

  TOTAL

FINAL TOTAL

Disclaimer:   A higher number of crashes may be reported as of  2011 compared to prior years.  This does not reflect an increase in annual crashes. The higher numbers result 

from a change to an internal departmental process that allows the Crash Analysis and Reporting Unit to add previously unavailable, non-fatal crash reports to the annual data file.  

Please be aware of this change when comparing pre-2011 crash statistics.



OREGON DEPARTMENT OF TRANSPORTATION - TRANSPORTATION DEVELOPMENT DIVISION

TRANSPORTATION DATA SECTION - CRASH ANALYSIS AND REPORTING UNIT

CRASH SUMMARIES BY YEAR BY COLLISION TYPE
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Fulton Street & Meridian Street

January 1, 2009 through December 31, 2013

COLLISION TYPE

FATAL 

CRASHES

NON- 

FATAL 

CRASHES

PROPERTY 

DAMAGE 

ONLY

 TOTAL

CRASHES

PEOPLE 

KILLED

PEOPLE 

INJURED

DRY 

SURF

WET 

SURF DAY DARK

INTER- 

SECTION

INTER- 

SECTION 

RELATED

OFF- 

ROADTRUCKS

CDS150  07/27/2015 

YEAR: 2011

 0  1  1  0  1  0  1  0  1  0  0 0  0  0TURNING MOVEMENTS
2011  TOTAL  0  0  1  1  0  1  0  1  0  1  0  0 0  0

FINAL TOTAL  0  0  1  1  0  1  0  1  0  1  0  0 0  0

Disclaimer:   A higher number of crashes may be reported as of  2011 compared to prior years.  This does not reflect an increase in annual crashes. The higher numbers result 

from a change to an internal departmental process that allows the Crash Analysis and Reporting Unit to add previously unavailable, non-fatal crash reports to the annual data file.  

Please be aware of this change when comparing pre-2011 crash statistics.



OREGON DEPARTMENT OF TRANSPORTATION - TRANSPORTATION DEVELOPMENT DIVISION

TRANSPORTATION DATA SECTION - CRASH ANALYSIS AND REPORTING UNIT

CRASH SUMMARIES BY YEAR BY COLLISION TYPE
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Fulton Street & Villa Road

January 1, 2009 through December 31, 2013

COLLISION TYPE

FATAL 

CRASHES

NON- 

FATAL 

CRASHES

PROPERTY 

DAMAGE 

ONLY

 TOTAL

CRASHES

PEOPLE 

KILLED

PEOPLE 

INJURED

DRY 

SURF

WET 

SURF DAY DARK

INTER- 

SECTION

INTER- 

SECTION 

RELATED

OFF- 

ROADTRUCKS

CDS150  07/27/2015 

YEAR: 

  TOTAL

FINAL TOTAL

Disclaimer:   A higher number of crashes may be reported as of  2011 compared to prior years.  This does not reflect an increase in annual crashes. The higher numbers result 

from a change to an internal departmental process that allows the Crash Analysis and Reporting Unit to add previously unavailable, non-fatal crash reports to the annual data file.  

Please be aware of this change when comparing pre-2011 crash statistics.




